
 

 
 
 
  

Convection Ovens 
 

 
Key Features   

 

 

• Type: Electric 
• Counter top unit 
• Fast heat up time  
• Internal illumination 
• Water injection facility 
• Electrical 180 minute timer 
• Mechanical 60 minute timer 
• Thermostatic control ( 50 - 300 C) 
• Cook and hold facility 
• Multiple shelf positions 
• Accepts 1/1 GN containers 
• Stackable to make best use of limited 

space 
• Double glazed door  
• Adjustable shelf position in model EC09 

to accept 600mm x 400mm standard 
baking trays 

Construction 
 

• Body: stainless steel grade 430 
• Oven liner: stainless steel 
 

 
 
 
 
 

Available Options  Available Accessories 
  

• Plug-in unit 
• Larger more powerful unit 
 
 
 
 
 

• EC08/FS – Floor stand  
• EC08/LFS – Low level floor stand 
• EC08/SK – Stacking kit  
• EC09/FS – Floor stand  
• EC09/LFS – Low level floor stand 
• EC09/SK – Stacking kit  
 

ECO9 



 

 
 
 
 
 

Specifications 
 

Model EC08 EC09 
External height (mm) 551 629 

External width (mm) 787 766 

External depth (mm) 644 811 

Oven shelf size w x d (mm) 530 x 325 530 x 325

Shelf positions available 3 4 

Usable oven capacity h x w x d (mm) 360 x 537 x 350 425 x 395 x 590 

Net weight unpacked (kg) 68 84 

Gross weight packed (kg) 74 90 

Shipping volume (m3) 0.712 0.788 

Total power rating (kW) 3 7.5 

Electrical supply 1N~+E 
230V 50-60Hz  
Current Rating (A) 

13 32.6 
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